TENNESSEE VALLEY AUTHORITY                                                                      Station No.  0645                           RAINFALL STATION DESCRIPTION                                                                     Pandora, TN

                                                                                                                                         Rev. 2

	Station No.
	0645
	  Name: 
	Pandora
	County: 
	Johnson
	State:
	TN


	Drainage Basin:
	Watauga River
	Reservoir:
	


	Lat.
	36( 26( 26(
	Long.
	81( 56( 25(
	El.
	2314
	Ft  (MSL)
	Quad Map:
	214NW


	Installation Date:
	Present:
	
	Original:
	
	Original Org.:
	TVA


	Site Description:  The gage is located on gravel in a Mountain Electric Cooperative substation in Pandora, TN.  The substation is located in the narrow Campbell Creek drainage valley.  The immediate area is level with the surrounding area being rolling hills to mountainous.   


	Equipment:

	 Collector:
	Sutron Tipping Bucket Rain Gage with heater, Model No. 5600-04201H

	Data Recorder:
	Sutron 8210 Data Collection Platform 

	Other Equipment:
	

	Equipment Housing:
	NEMA Type 4X aluminum enclosure under an aluminum awning


	Telemetry:

	Telemetry Type:
	GOES+Event-Driv
	DCP ID No.:
	N/A

	Transmit Interval:
	03:00:00
	Data Interval:
	
	

	Channel:
	Primary
	037
	Secondary:
	N/A
	Time Slot
	02:54:25


	Property Owner:

	Name:
	Mountain Electric Cooperative (Lease / Purchase from TVA)

	Address:
	P.O. Drawer 180, South Church Street, Mountain City, TN 37683

	Phone:
	(423) 727-9111
	

	Contract:
	
	


	Electrical Service:

	Name:
	Provided by property owner

	Address
	

	Account No:
	

	Phone:
	
	Repair / Service:
	

	Contract:
	
	


	Telephone Service: 

	Name:
	N/A
	Repair / Service:
	

	Gage Number:
	


	Site Access Directions:   From the Hampton, TN Post Office, proceed on Hwy. 321 South  toward Mountain City for 9.4 miles to the junction of Hwy. 67E and 321S.  Continue on Hwy. 67E for 10.1 mi., passing through the communities of Butler and Doeville, until reaching Campbell Rd. (leading to Bethel Baptist Church) and proceed 1.0 mile to Mack Branch Rd.  Turn left and proceed 0.1 mile to substation to the right of road.  


	Special Instructions:  An MA key is required for entry.     


	Description by:
	W. Brent Alexander
	Date:
	07/22/03


	Station History Summary: 

	

	Previous Location
	Period of Record

	Latitude
	Longitude
	Elev. Ft. (MSL)
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	


Upgraded gage due to substation construction and expansion on 02/06/03.  Upgrades included changing from a CR10 to a Sutron DCP, relocating the tipping bucket within the substation, pouring a new concrete base, installing new signal wiring, new aluminum awning and aluminum instrumentation box.  Ken Dye installed collector guard posts on 7/21/03.
	Description by:
	
	Date:
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Figure 1:  View of awning and instrumentation 
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Figure 2:  View of collector
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	Revision Log



	Rev

 No.
	Date

 Issued
	Prepared by
	Reason For Revision

	
	
	
	

	0
	09/30/00
	W. Brent Alexander
	Rev. 0 is issued to standardize the station descriptions and to reflect the recent gage upgrades from Belfort weighing  buckets to Sutron tippers.  Also a revision log is added to the description to track future revisions.

	1
	02/07/03
	W. Brent Alexander
	Gage reworked as a result of substation construction and expansion.  Existing Sutron tipper relocated within the substation.  CR10 replaced with a Sutron DCP.  Installed new awning and collector base with new line and aluminum instrumentation box.  Installation performed by Steve Hickman, Dan Ely and Ken Dye on 2/6/03.

	2
	07/22/03
	W. Brent Alexander
	Guard posts installed by Ken Dye on 07/21/03 to protect the collector.  Updated description photo.
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